
i-sense
Air quality meter
The i-sense is a portable, easy to use Air quality 
meter that allows you to accurately monitor the 
quality of the air inside your surroundings to 
optimise the air that you’re breathing. 

Phone 1800 861 030  |  www.i-teamanz.com 

Why i-sense?
  Make the invisible visible
  Combine with i-air air purifiers 
for a comprehensive air quality 
strategy

  Be alerted when air quality 
requires attention

  Improve patient, staff and 
visitor wellbeing

  Choice of models to suit             
your requirements      

Technical Specifications
Model Plus Pro

Body size (L x W x H) mm 145x130x145 145x130x145

Weight (excl. battery) 0.81 kg 0.91 kg

Weight (incl. battery) 1.51 kg 1.61 kg

Power source 
(battery not included):

i-power 8.7 
battery or 5V 
USB-C wall 
power

i-power 8.7 
battery or 5V 
USB-C wall 
power

VOC measurement range / 
accuracy (ppb)

0-1000 ± 75 0-1000 ± 75

PM measurement range / 
accuracy (ppm)

400-5000 ± 100 400-5000 ± 100

CO₂ measurement range / 
accuracy (µg/m3)

0-600 ± 10% 0-600 ± 10%

Temperature measurement 
range / accuracy (°C)

-45 - 125 ± 5 -45 - 125 ± 5

Humidity measurement 
range / accuracy (%)

10-100 ± 1 10-100 ± 1

2 models to choose from 
PLUS  |  PRO

Plus Pro

LCD Touchscreen

LED indicator lighting

VOC Measurment

PM2.5 Measurement

CO₂ Measurement

Temperature

Humidity

Historical Graphs (5 days)

Wall power

Battery Power

Analog Clock

i-link built-in 24/7 
room monitoring location 
services custom alerts

Portable
Choice of optional battery or 
electrically powered units.

Simple interface 
Easy to understand 
icons and controls.

Connected Devices 
Easily monitor air quality in multiple 

locations with the I-link platform.

Comprehensive monitoring  
Monitors 3 common 
contaminants: CO2 , PM2.5 
Particulate Matter, and VOC’s, as 
well as temperature & humidity.

Practical
Monitor air quality 

from your smartphone.

Scan for more info

Codes

i-sense Plus
ISNP.I-V.1400C


